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Installation Instructi ons _ 

 

                                            1967-1968  Ford Mustang Fastback  

 

 

 

First and foremost, we  at One Piece Products wanted to Thank you on your 

interest of our newly designed Full One Piece Door Glass conversion kit for the 

1967-68  Ford Mustang Fastback. This kit is designed to be a direct bolt on kit with 

very little modifications required. Our kit is designed to fit the  original Manual 

Regulator, we are currently testing the Electric Life power upgrade for future 

release. 

Here at One Piece Products we thrive on creating unique glass  kits for the 

automotive enthusiast and their babies. You will be pleasantly surprised with our 

upcoming new projects!  

 

In the next following pages you will find a detailed description on the 

installation process of our one piece door glass conversion kit. The pictures will 

include a short one or two sentence description of the step mentioned. 
 

 

If for any reason you have difficulties during the installation process please feel free to contact 

us at (888)663-7763 or email us at info@onepieceproducts.com . You can call during normal business 

hours 9:00 a.m. to 4:00 p.m. Pacific Standard Time. 
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Kit Contents  

1.   Standard green curved 

ǘŜƳǇŜǊŜŘ оκмсέ (2) Left & Right     Quantity (2) 

 

2.   Front Glass Triangular support 

brace- used to support inner and outer door skin where the original brace it 

taken out. Comes in two pieces that bolt together.   Quantity(2) 
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3. Roller Channel (Used to replace 
the old roller channel, has two holes one on each end.  Mounts between 
door glass brackets and the rollers on the regulator.             
                              Quantity (2) 

4.  New Inner & Outer scraper set.  
Used as anti-rattle channels for the glass, also prevents water from coming 
into the door area.        Quantity (4) 
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5.   New front and rear  vertical 
roller guides. Used in replacement of the old vertical guide glass rail 
assembly. (Including lower adjustment bolt.)      
         Quantity (4)  

 

6.   .ŀƎ ƻŦ ѻέ&5/16έ Nuts, bolts& washers.  

         Quantity (1bag) 
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7. New Rollers included, for our 
New Roller channel.Two per regulator, Four for both vertical guide rails.  
                Quantity (6per door, 12 per kit) 
  

8.  Upper front Adjustment 
bracket.  Used on the upper front vertical guide as an adjustment point. 

Quantity (2) 
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9.  Lower Regulator door glass 
stop. Used to stop the door glass at a specific level so the glass can seal up 
properly against roofrail seal.      Quantity(2) 
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Tools needed 

 

 1/4έ-мκнέ {ǘŜǇ Drill.  

 мκпέ ŘǊƛƭƭ ōƛǘ  

  Hand screwdriver or Drill with Phillips head tip.  

 Flat thin screwdriver. 

 млƳƳΣ тκмсέ ƴǳǘ ŘǊƛǾŜǊ ƻǊ ǊŀǘŎƘŜǘΣ млƳƳ ϧ тκмсέ 

socket w extensions.   

 тκмсέ ǿǊŜƴŎƘΣ рκмсέ ǿǊŜƴŎƘ 

 Allen tool  

 Metal hacksaw to cut sheet metal brace.  

 мέ ƳŀǎƪƛƴƎ ǘŀǇŜΦ  

 Lawn chair w/ six pack for a break!! 
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Disassembling the door  

 

1.   Remove the seven Bolts indicated by red arrows  to remove the vent glass (as 

shown by the red arrows in the picture.) Remove the 3 Phillips screws that are 

located on the original horizontal C-Channel. Also remove the old door glass stops 

on the front and rear of the door glass. Remove the old  scrapers first to make 

removing the glass easier. Take out the 3 Bolts that hold the old rear vertical guide.  

Slide the original door glass all the way up and out of the door. This should enable 

you to slide the vent glass assembly away from its cavity. (Make sure the 4 bolts are 

removed  connecting the vent assembly including lower door glass stop.) Pull back 

then twist the vent assembly gently so you can slide it out easier. (Watch out with 

ǘƘŜ ƭƻǿŜǊ ǾŜƴǘ ōǊŀŎƪŜǘ ǎƻ ȅƻǳ ǿƻƴΩǘ ƎŜǘ ǎǘǳŎƪΦύ  
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2.  With all the bolts removed lift out 

the door glass and set aside.  

3.  With all the Bolts removed you 

will have to lift and twist on the vent glass. You can also slide to the 

other end of the door and out of the back. The lower vent bracket 

becomes stubbern at time to remove. So be careful on this removal. 

4.   Now its time to remove the 

Regulator. There are 6 bolts for this step.  

 


